MPORTANT:

NOTES:

FRONT AND REAR.

POSSIBLE.

VEHICLE .
IS NOT AVAILABLE.

KEY:

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL
NOTES AT THE BEGINNING OF
STANDARDS MD 104.00.

IF THE LEAD WORK VEHICLE IS
TRAVELING AT THE POSTED
SPEED LIMIT OR WITHIN 15 MPH
OF IT. THEN NO BACK UP
VEHICLE 1S NECESSARY.

IN URBAN AREAS THE DISTANCE
MAINTAINED BETWEEN VEHICLES
MAY BE DECREASED AS NEEDED.

VEHICLES SHALL DISPLAY FLASHING
HAZARD/PARKING LIGHTS IN

VEHICLES THAT STOP INTERMITTENTLY
SHOULD BE DRIVEN. OR PARKED. OFF
THE TRAVELED LANE WHENEVER

TMA MAY BE USED ON WORK
IF PROTECTION VEHICLE
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TRUCK MOUNTED
ATTENUATOR (TMA)

FOR INTERMITTENT STOPS:

USE THIS SIGN. (1) IN ADVANCE OF
CURVES. AND (2) ON ROADWAYS
HAVING SPEEDS GREATER THAN

40 MPH WHEN NO PROTECTION
VEHICLE IS AVAILABLE. THE WORK
VEHICLE SHOULD NEVER BE MORE
THAN 1500° AWAY FROM THE SIGN.
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